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This paper presents a case study of guided waves in a steel plate with one side immersed 
in water. A hybrid sensing system that uses PZT as the guided wave actuator and a 
scanning laser vibrometer as the guided wave receiver is employed to acquire the time–
space waveﬁeld data. By using the two dimensional Fourier transform, the time–space 
waveﬁeld is transformed into the frequency–wavenumber domain where the wave modes 
and the guided wave dispersion can be determined. The study conﬁrms the existence of 
quasi-Scholte wave in the one-sidedly water-immersed plate in addition to fundamental 
guided waves. The results also show the quasi-Scholte wave can be directly generated 
and measured in the immersed plate at low frequencies using the present sensing system. 
Through pitch–catch sensing tests, the inﬂuence of water on guided wave propagation in 
the one-side water-immersed plate is investigated. It is seen that the water level affects 
the wave propagation time linearly and can be potentially used for estimation of water 
level in a container.
© 2014 The Authors. Published by Elsevier Ltd. This is an open access article under the CC 
BY-NC-ND license (http://creativecommons.org/licenses/by-nc-nd/3.0/).
1. Introduction
Nondestructive evaluation (NDE) and structural health monitoring (SHM) of thin-wall structures using guided waves are 
based on the understanding of wave propagation and interactions within the structural waveguide [1–10]. Guided waves 
have been used for inspection in immersed structures, such as ship hulls, submarines and underwater pipes [11–16] with 
focuses on detecting structural discontinuities in such immersed structures. Nonetheless, using guided waves for evaluating 
plate surface condition change due to the presence of water is much less discussed. When a free plate is immersed in water, 
the guided wave propagation in the plate will be affected. The out-of-plane motion in the plate will transmit into the water 
through the plate–water interface [2]. The surrounding water provides a way for the guided wave energy to leak outwards 
from the plate known as leaky guided waves [2]. Compared to the guided waves in the free plate, the leaky guided waves 
in the immersed plate have different behaviors, such as mode shapes, wave speeds and attenuations [17–23].
Besides the leaky guided waves, there is another wave mode reported by Cegla et al. known as quasi-Scholte mode 
present in the immersed plate [21,22]. The authors studied the quasi-Scholte wave in a plate with both sides immersed in 
inﬁnite ﬂuid, where the plate is considered as a symmetrically loaded waveguide [21]. It is found the quasi-Scholte wave 
is dispersive at low frequencies and asymptotes to the nondispersive Scholte wave behavior at high frequencies [21]. Also 
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at low frequencies the quasi-Scholte wave energy predominantly ﬂows in the plate, while at high frequencies most of the 
energy is in the ﬂuid [21].
This paper presents an experimental investigation of the case of guided waves including the quasi-Scholte wave in a 
plate with only one side immersed in water. The study is enabled by the time–space waveﬁeld acquired by a scanning laser 
vibrometer and the use of 2D Fourier transform (FT) to convert the waveﬁeld to the frequency–wavenumber representation, 
by which the characteristics of the guided wave modes as well as the quasi-Scholte mode can be easily identiﬁed and 
analyzed. The effects of water level on wave propagation are also investigated. The paper is organized as follows. Section 2
presents the theoretical prediction of guided wave propagation in the one-side water-immersed plate. Section 3 gives the 
experimental setup and the wave propagation characterization by the use of the 2D FT. The water level inﬂuence on wave 
propagation is also investigated by analyzing the traveling time of the wave signals. The paper is ﬁnally concluded with 
discussions in Section 4.
2. Guided waves in a one-side water-immersed plate
The classical problem of guided wave propagation in a traction-free isotropic plate has been thoroughly studied and 
can be found in many references such as [2,3,24,25]. For the completeness of knowledge we provide a brief derivation of 
dispersion curves of guided waves in a plate with one side in water. The dispersion curves will also be used for the case 
study in Section 3.
In a free plate (Fig. 1(a)), with traction-free boundary conditions, its characteristic equation can be derived and expressed 
as [2,3,25]:∣∣∣∣∣∣∣∣∣∣∣
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h, ω, ξ and λ are half plate thickness, circular frequency, wavenumber and wavelength, respectively. cL and cS are longitudi-
nal and transverse bulk wave velocities, respectively. ρ , μ and ν are density, shear modulus and Poisson’s ratio of the plate, 
respectively. Solutions to Eq. (1) can be found in many classic references such as [2,3,24,25]. Fig. 2 gives the frequency–
wavenumber dispersion curves for a 1.2 mm thickness steel plate (material properties are listed in Table 1), indicating the 
presence of the fundamental antisymmetric A0 and symmetric S0 modes at frequencies lower than 1000 kHz.
When one side of the plate is immersed in water (plate-half space water waveguide, as shown in Fig. 1(b)), the top surface 
of the plate maintains traction-free boundary conditions. On the bottom surface of the plate, wave motions can transmit 
into the water since the normal displacement uzz and stress σzz are continuous at the plate–water interface while the shear 
stress τxz remains zero at the interface in that water does not support the shear stress. The characteristic equation for the 
immersed plate can be assembled and expressed as,∣∣∣∣∣∣∣∣∣∣∣∣∣∣
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L. Yu, Z. Tian / Case Studies in Nondestructive Testing and Evaluation 3 (2015) 1–8 3Fig. 2. Wavenumber dispersion curves of a 1.2 mm thickness free steel plate. (Note the imaginary wavenumber of a free plate is zero. Only real part is 
given.)
Table 1
Material properties.
Steel density (kg/m3) 8000
Steel Young’s modulus (GPa) 196.5
Steel Poisson’s ratio 0.29
Steel plate thickness (mm) 1.2
Water density (kg/m3) 1000
Water bulk wave velocity (m/s) 1500
Fig. 3. Wavenumber dispersion curves of a 1.2 mm thickness steel plate with one side in contact with water: (a) real part wavenumber curves, (b) imaginary 
part wavenumber curves.
where,
γ 2 = ω
2
c2Lw
− ξ2, cLw =
√
λw
ρw
cLw is the bulk wave velocity in the surrounding water (ρw and λw are density and bulk stiffness of water). By solving 
Eq. (2) numerically, the dispersion curves for a 1.2 mm thickness steel plate with one side in water can be obtained (material 
properties are listed in Table 1). Due to the energy leakage, the wavenumber roots of Eq. (2) have complex values with the 
real part indicating the wave components and the imaginary part giving the extent of energy attenuation.
Fig. 3(a) plots the real parts of the wavenumber roots for the immersed plate. The fundamental symmetric and anti-
symmetric guided wave modes are present, notated as AWP0 and S
WP
0 to distinguish from these wave modes in the free 
plate. Furthermore, an additional mode that exhibits the same dispersive behavior as the quasi-Scholte mode discovered 
in a two-side immersed plate in [21] is observed. The one-side immersed steel plate in this study shows its capability to 
support the quasi-Scholte mode as well.
4 L. Yu, Z. Tian / Case Studies in Nondestructive Testing and Evaluation 3 (2015) 1–8Fig. 4. The hybrid PZT-laser vibrometer sensing experiment: (a) an illustration of the water tank, and (b) the overall test setup.
Fig. 5. Laser vibrometry measurements: (a) and (c) are received waveforms at 40 mm away from the source for the free and immersed plates; (b) and 
(d) are time–space waveﬁelds measured from the free and immersed plates.
3. Wave characterization case study
3.1. Experimental setup
To study the waves in the one-sidedly immersed plate, a test tank (Fig. 4(a)) has been designed with the front wall 
being removable and replaceable, used as the test plate (a 1.2 mm thickness steel plate with the material properties given 
in Table 1 in this case). When the tank is empty, the test plate is treated as a free plate; with water in, it is then treated as 
the immersed plate. A PZT wafer (7 mm × 7 mm square, 0.2 mm thickness, APC850 type) is bonded close to the bottom of 
the plate as the wave actuator. A coordinate x is deﬁned with the origin O being set at the center of the PZT and vertically 
upward. Fig. 4(b) shows the overall experimental setup. Time–space waveﬁelds are measured by a scanning laser Doppler 
vibrometer (SLDV) (model: Polytec PSV-400). The SLDV can measure the particle velocity along the laser beam in a vibrating 
object surface [26]. In the test, the laser beam is normal to the plate such that the out-of-plane wave motion is measured.
A pulse signal with 0.5 μs duration and 10 V amplitude was sent to the PZT from an arbitrary function generator (model: 
Agilent 33500B) to excite guided waves. Waves at multiple scan points along the vertical line from the PZT actuator, as 
indicated in Fig. 4(a), were measured by the SLDV. The spatial resolution of the scan points was 0.3 mm. Two situations, 
the free plate and a fully immersed plate (using a full water tank), were tested. Fig. 5(a) and Fig. 5(c) plot the waveforms 
measured at 40 mm for both cases; and Fig. 5(b) and Fig. 5(d) present the time–space waveﬁelds. It is seen the wave 
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propagation in the immersed plate is signiﬁcantly attenuated. However, it is diﬃcult to determine the wave modes present 
in each and also diﬃcult to qualitatively and quantitatively tell the differences in the two plates.
3.2. Frequency–wavenumber analysis
The frequency–wavenumber analysis has been reported as an effective means for wave mode identiﬁcation and wave 
propagation analysis [26–30]. The frequency–wavenumber representation U ( f , ξ) of time–space waveﬁeld data u(t, x) can 
be obtained by performing the 2D FT, which is deﬁned as [31]:
U ( f , ξ) =
∞∫
−∞
∞∫
−∞
u(t, x)e−i(2π f t−ξx)dtdx (3)
where x, ξ , t and f are space, wavenumber, time and frequency variables, respectively.
By using 2D FT, the time–space waveﬁelds for the free and immersed plates are transferred to the frequency–
wavenumber domain, as presented in Fig. 6(a) and Fig. 6(b). The theoretical wavenumber dispersion curves are added 
to the spectra for the purpose of mode identiﬁcation. In the free plate spectrum, Fig. 6(a), A0 and S0 modes are identiﬁed. 
Note that since the out-of-plane motion of A0 mode is much stronger than that of S0 mode, the amplitude of A0 mode 
in the spectrum is much intensiﬁed than that of S0 mode [26]. Particularly, at frequencies below 500 kHz, the S0 mode is 
barely seen due to the very small out-of-plane motion of S0 mode in this frequency range.
In the immersed plate spectrum, Fig. 6(b), three wave modes including AWP0 , S
WP
0 and quasi-Scholte modes are dis-
cernibly identiﬁed. Compared to the free plate case, the spectrum of immersed plate shows that the amplitude of SWP0
mode remains nearly the same as S0 mode, while the amplitude of AWP0 mode signiﬁcantly decreases due to the energy 
leakage. Particularly, at frequencies below 500 kHz, the AWP0 mode nearly disappears. This observation is consistent with 
the attenuation predicted by the imaginary wavenumber given in Fig. 3(b). Meanwhile, a new wave mode, the quasi-Scholte 
mode, shows up within the frequency range up to 300 kHz, as reported in [21]. Moreover, the quasi-Scholte mode has 
slightly different wavenumbers compared to those of the A0 mode. To clearly show the difference, the free plate spectrum 
(Fig. 6(a)) was subtracted from the immersed plate spectrum (Fig. 6(b)). The subtraction result and a zoom-in plot are given 
in Fig. 7. It is noticed in Fig. 7(a) that S0 mode has been canceled out after the subtraction since S0 modes are the same at 
both the immersed and free plates. At lower frequency end, both quasi-Scholte and A0 mode are remained. The difference 
plots further conﬁrm that the quasi-Scholte mode in the immersed plate has different wavenumbers compared to those of 
the A0 mode in the free plate.
3.3. Water inﬂuence on wave propagation
To understand the water inﬂuence on the wave propagation, we studied the wave signals acquired at different water 
levels (dW ) in the tank, from dW = 5 to 135 mm at 10 mm step size. In the test, waves are excited at 100 kHz using a 
narrowband toneburst and measured at 140 mm away from the actuator at each water level, as illustrated in Fig. 8. As 
shown in the setup, the wave propagation path (dT−R ) consists of the water path dW , as the immersed plate portion, and 
the dry path dT−R − dW , as the free plate portion. That’s to say, the wave leaves the actuator as the quasi-Scholte mode in 
the immersed portion dW , then converts to the A0 mode in the free portion dT−R − dW . Therefore, the total wave traveling
time tT−R can be expressed as
tT−R = dW
c
+ dT−R − dW
c
(4)
QS A0
6 L. Yu, Z. Tian / Case Studies in Nondestructive Testing and Evaluation 3 (2015) 1–8Fig. 7. The spectrum difference obtained by subtracting the free plate spectrum from the immersed plate spectrum: (a) subtraction result, and (b) zoom-in 
plot of the result.
Fig. 8. An illustration of the pitch–catch conﬁguration with the PZT actuator and the SLDV receiver.
where cQS and cA0 are group velocities of the quasi-Scholte mode and the A0 mode (at 100 kHz, cQS = 1811 m/s and 
cA0 = 1895 m/s). Using the free plate when dW = 0 as the baseline, the changes of traveling time at a water level of dW
w.r.t. the baseline condition can be derived as
tT−R = dW
(
1
cQS
− 1
cA0
)
(5)
Eq. (5) demonstrates a linear relation between the change in traveling time tT−R and the water level dW . The linear 
relation derived by Eq. (5) is plotted in Fig. 9(a) (solid line).
Experimentally tT−R can be acquired from the SLDV measurements. Fig. 9(b) presents the baseline signal (solid line) 
and the signal at dW = 95 mm (broken line). Please note S0 mode is not presented in the SLDV measurements. In the 
baseline signal, the wave packet corresponds to the A0 mode; while for the dW = 95 mm signal, the wave packet contains 
both the quasi-Scholte mode from the water path and the A0 mode from the dry path. The change in traveling time tT−R
can be readily estimated by calculating the maximum values in the wave packets. For wave signals measured at each water 
level, the estimated tT−R are plotted in Fig. 9 (triangle marker), in comparison to the theoretical prediction (solid line). It 
is seen the experimental estimation agrees well with the theoretical prediction, validating the linear relationship between 
the change of traveling time in the wave signals and the water level.
4. Conclusions
In this paper, we presented a case study of guided wave propagation in a plate with one side immersed in water. With 
the acquisition of time–space waveﬁeld and application of 2D FT, the frequency–wavenumber spectrum is obtained in which 
the wave modes and the dispersion relation can be discernibly viewed. The analysis also manifests the presence of guided 
wave modes as well as the quasi-Scholte wave mode in the one-sidedly immersed plate. Below 300 kHz, the quasi-Scholte 
mode dominates. The investigation of water inﬂuence on the wave propagation shows the wave traveling time in a partially 
immersed plate is determined by the length of the water path and the dry path. A linear relationship between the change 
of traveling time of the waves and the water level is experimentally conﬁrmed.
L. Yu, Z. Tian / Case Studies in Nondestructive Testing and Evaluation 3 (2015) 1–8 7Fig. 9. Water inﬂuence on wave propagation at 100 kHz: (a) the relation between the water level and change of traveling time tT−R , and (b) received 
waveforms when water level dW = 0 (solid line) and dW = 95 mm (broken line).
The study also shows that the presented PZT-SLDV system is able to measure the quasi-Scholte wave in the one-sidedly 
immersed plate. With the measurements the change of traveling time in a plate with certain water level w.r.t. the baseline 
condition can be estimated, and using the linear relationship discovered in this case study, the water level can be derived. 
This sensing system and methodology can be potentially applied for water level detection in a steel container as reported 
in [32,33].
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